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Manufacturing & Prototyping
Fabrication of Single Crystal MgO Capsules
Lyndon B. Johnson Space Center, Houston, Texas
A method has been developed for ma-
chining MgO crystal blocks into forms
for containing metallic and silicate liq-
uids at temperatures up to 2,400 ºC, and
pressures up to at least 320 kilobars.
Possible custom shapes include tubes,
rods, insulators, capsules, and guides.
Key differences in this innovative
method include drilling along the crys-
tallographic zone axes, use of a vibra-
tion minimizing material to secure the
workpiece, and constant flushing of ma-
terial swarf with a cooling medium/lu-
bricant (water).
A single crystal MgO block is cut into
a section ≈5 mm thick, 1 cm on a side,
using a low-speed saw with a 0.004 blade.
The cut is made parallel to the direction
of cleavage. The block may be cut to any
thickness to achieve the desired length
of the piece. To minimize drilling vibra-
tions, the MgO block is mounted on a
piece of adhesive putty in a vise. The
putty wad cradles the bottom half of the
entire block. Diamond coring tools are
used to drill the MgO to the desired cus-
tom shape, with water used to wet and
wash the surface of swarf. Compressed
air may also be used to remove swarf
during breaks in drilling. The MgO
workpiece must be kept cool at all times
with water. After all the swarf is rinsed
off, the piece is left to dry overnight.
If the workpiece is still attached to the
base of the MgO block after drilling, it
may be cut off by using a diamond cut-
off wheel on a rotary hand tool or by
using a low-speed saw.
This work was done by Lisa Danielson of
Jacobs Technology for Johnson Space Center.
Further information is contained in a TSP
(see page 1). MSC-25052-1
Inflatable Hangar for Assembly of Large Structures in Space
Such hangars may greatly increase the dexterity and performance of astronauts by operating in a
shirtsleeves environment during the assembly process.
NASA’s Jet Propulsion Laboratory, Pasadena, California
The NASA Human Space Flight pro-
gram is interested in projects where hu-
mans, beyond low-Earth orbit (LEO),
can make an important and unique con-
tribution that cannot be reasonably ac-
complished purely by robotic means,
and is commensurate with the effort and
cost associated with human spaceflight.
Robotic space telescope missions
have been conceived and launched as
completed assemblies (e.g., Hubble) or
as “jack-in-the-box” one-time deploy-
ments (e.g., James Webb). If it were
possible to assemble components of a
very large telescope from one or two
launches into a telescope that was vastly
greater in light-gathering power and
resolution, that would constitute a
breakthrough. Large telescopes on
Earth, like all one-off precision assem-
bly tasks, are done by humans. Humans
in shirtsleeves (or cleanroom “bunny
suits”) can perform tasks of remarkable
dexterity and precision. Unfortunately,
astronauts in pressure suits cannot per-
form such dexterous and precise tasks
because of the limitations of the pres-
surized gloves.
If a large, inflatable “hangar” were
placed in high orbit, along with all the
An artist’s rendering of the Shirtsleeves Assembly Hangar. At the lower right is a cutaway of the in-
flated fabric sphere that houses astronauts in oxygen masks and backpacks. The humans would work
with a robot to accomplish the final telescope assembly.
https://ntrs.nasa.gov/search.jsp?R=20120016288 2019-08-30T23:05:36+00:00Z
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components needed for a large assembly
such as a large telescope, then humans in
bunny suits could perform the same sorts
of extremely precise and dexterous as-
sembly that they could be expected to
perform on Earth. Calculations show
that such an inflatable hangar, and the
necessary gas to make it safe to occupy by
shirtsleeves humans wearing oxygen
masks, fits within the mass and volume
limitations of the proposed “Space
Launch System” heavy-lift rocket. A sec-
ond launch could bring up all the com-
ponents of a ≈100-meter-diameter or
larger telescope.
A large [200 ft (≈61 m) in diameter] in-
flated fabric sphere (or hangar) would
contain four humans in bunny suits. The
sphere would contain sufficient atmos-
pheric pressure so that spacesuits would
not be necessary [about 3.2 psi (≈22
kPa)]. The humans would require only
oxygen masks and small backpacks simi-
lar to SCUBA tanks. The oxygen content
of the gas would be about 35%, low
enough to reduce fire risk but high
enough to sustain life in the event of a
failure of an oxygen mask. The bunny-
suited astronauts could ride on long
“cherry-picker” robots with foot restraints
somewhat similar to the arm on the Inter-
national Space Station. Other astronauts
would maneuver freely with small pro-
peller fans on their backpacks to provide
thrust in the zero-g environment.
This work was done by Brian H. Wilcox of
Caltech for NASA’s Jet Propulsion Laboratory.
Further information is contained in a TSP
(see page 1). NPO-48441
Mars Aqueous Processing System
This technology can be used in treating soil contaminated with heavy metals and remediation of
acid mine drainage.
Lyndon B. Johnson Space Center, Houston, Texas
The goal of the Mars Aqueous Pro-
cessing System (MAPS) is to establish a
flexible process that generates multi-
ple products that are useful for human
habitation. Selectively extracting use-
ful components into an aqueous solu-
tion, and then sequentially recovering
individual constituents, can obtain a
suite of refined or semi-refined prod-
ucts. Similarities in the bulk composi-
tion (although not necessarily of the
mineralogy) of Martian and Lunar
soils potentially make MAPS widely ap-
plicable. Similar process steps can be
conducted on both Mars and Lunar
soils while tailoring the reaction ex-
tents and recoveries to the specifics of
each location. 
The MAPS closed-loop process selec-
tively extracts, and then recovers, con-
stituents from soils using acids and
bases. The emphasis on Mars involves
the production of useful materials such
as iron, silica, alumina, magnesia, and
concrete with recovery of oxygen as a
byproduct. On the Moon, similar chem-
istry is applied with emphasis on oxy-
gen production.
This innovation has been demon-
strated to produce high-grade materials,
such as metallic iron, aluminum oxide,
magnesium oxide, and calcium oxide,
from lunar and Martian soil simulants.
Most of the target products exhibited
purities of 80 to 90 percent or more, al-
lowing direct use for many potential ap-
plications. Up to one-fourth of the feed
soil mass was converted to metal, metal
oxide, and oxygen products. The soil
residue contained elevated silica con-
tent, allowing for potential additional re-
fining and extraction for recovery of ma-
terials needed for photovoltaic,
semiconductor, and glass applications. 
A high-grade iron oxide concentrate
derived from lunar soil simulant was
used to produce a metallic iron compo-
nent using a novel, combined hydrogen
reduction/metal sintering technique.
The part was subsequently machined
and found to be structurally sound. The
behavior of the lunar-simulant-derived
iron product was very similar to that pro-
duced using the same methods on a
Michigan iron ore concentrate, which
demonstrates that lunar-derived mate-
rial can be used in a manner similar to
conventional terrestrial iron. Metallic
iron was also produced from the Mars
soil simulant.
The aluminum and magnesium oxide
products produced by MAPS from lunar
and Mars soil simulants exhibited excel-
lent thermal stability, and were shown to
be capable of use for refractory oxide
structural materials, or insulation at tem-
peratures far in excess of what could be
achieved using unrefined soils. These
materials exhibited the refractory char-
acteristics needed to support iron cast-
ing and forming operations, as well as
other thermal processing needs. 
Extraction residue samples contained
up to 79 percent silica. Such samples
were successfully fused into a glass that
exhibited high light transmittance.
This work was done by Mark Berggren,
Cherie Wilson, Stacy Carrera, Heather Rose,
Anthony Muscatello, James Kilgore, and
Robert Zubrin of Pioneer Astronautics for John-
son Space Center. Further information is con-
tained in a TSP (see page 1). MSC-23885-
1/4362-1
